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Sports Authority of India (SAI) 
 

Ref. No. 2(27)/SAI/ES/SSE-Physiotherapy/2019-20/IFB-041           Dated: 28.09.2020 
 
Subject: Procurement of Hot Magner to various National Centre of Excellence (NCOEs) 
under SAI on Proprietary basis. 
 

Sports Authority of India had initiated Single tender Enquiry to purchase the following item(s) 
under the subject head above for to various National Centre of Excellence (NCOEs) on 
proprietary basis. The details of Single tender enquiry issued to the OEM(s) and the finalised 
price is as detailed below: 
a. Procurement of Hot Magner 2 Channel & 4 Channel, for various National Centre 
of Excellence (NCOEs) under SAI – PAC Mode 

Sl. 
No. 

Description Details 

1 IFB Details 2(27)/SAI/ES/SSE-Physiotherapy/2019-20/IFB-041 
2 Item Name & Qty Hot Magner 2 channel, 11 units & Hot Magner 4 channel, 1 unit 
3 Mode of Purchase  PAC 

4 
Original Equipment 
Manufacturer 

M/s. Chuo Medical System, Japan (Model: HM 202 & 204) 

5 Authorised Agent M/s. BR Biomedical Pvt. Ltd.. 

6 

Specifications  2 Channel Heat Therapy Unit with Vibration + Magnetism 
 Combination therapy unit with Heat, magnetic force and micro 

vibrations. 
 The system should be modern with touch button operation. 
 The system should consist of two channel unit with 2 hot packs for 

simultaneous use. 
 It should have flexible heating pads emitting dry heat so that it can 

be used over clothes in normal conditions. 
 The heating pads should have four steps temperature control from 

35º to 60ºC. 
 Maximum temperature should not exceed 65 deg for patient 

protection. 
 It should provide vibrations through flexible heating pads which 

help in the stimulation of blood flow on painful areas. 
  The system should have three different types of micro vibrations 

as below : 
  - Ripple wave : - 70 vibrations per second 
  - Random wave : - 120 vibrations per second 
  - Big wave : - 60 vibrations per second 
 It should also provide Magnetic force for improving the blood flow. 
  Micro vibration should be from alternating magnetic field. 
 It should have digital timer of 30 minutes duration. 
 It should be supplied with an imported trolley and should work on 

240 V &50Hz power supply. 
 It should UL and ISO 13485 approved for patient safety 

 

4 Channel Heat Therapy Unit with Vibration + Magnetism 
 Combination therapy unit with Heat, magnetic force and micro 

vibrations. 
 The system should be modern with touch button operation and 

LED display. 
 The system should consist of four channel unit with 4 hot packs 

in two sizes for simultaneous use. 
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 It should have flexible heating pads giving dry heat so that it can 
be used over clothes in normal conditions. 

 The heating pads should have four steps temperature control 
from 35º to 60ºC. in 4 steps. Maximum temperature should not 
exceed 62ºC for patient protection. 

 It should provide vibrations through flexible heating. 
 The system should have three different types of micro vibrations 

as below: 
- Ripple wave : - 70 vibrations per second 
- Random wave : - 120 vibrations per second 
- Big wave : - 60 vibrations per second 

 It should have inbuilt Magnetic force for improving the blood 
flow. 

 Micro vibration should be from alternating magnetic field only 
for a pleasant stimulus to a diseased part. 

 It should have digital timer of 30 minutes duration. 
 It should be supplied with an imported trolley and should work 

on 110-240 V &50/60 Hz power supply. 
 It should UL and ISO 13485 approved for patient safety. 
 Safety class strictly according to IEC 6060-1 , Class 1 , Type -B 
 Main unit should be light weighing not more than 20 Kg. 
 Performance Certificate from reputed government hospitals 

should be enclosed in the tender. 
 The System should be supplied with the following  
 Standard hot pack with cover 02 
 Large hot pack with cover 02 
 Belts Large 02 
 Belts small 02 
 Pad for knee and shoulder 01 
 Pad for Cervical 01 
 Imported Trolley 01 
 Magnet detector 01 
 Power cord 01 
 10. User manual 01 

7 
Final Unit Price inclusive of 
2-year Warranty as per Bid 
received (excl. of taxes) 

2 Channel- ₹   6,38,500.00  
4 Channel- ₹ 12,50,000.00 

8 
3-year CAMC as per Bid 
received (excl. of taxes) 

2 Channel- 11 units - ₹ 11,06,904.00 

4 Channel- ₹   1,97,031.00 

9 
Total Financial Implication 
(excl. of taxes) 

₹    95,77,435.00  

 
The Notification of Award issued with due approval of Competent Authority in this 
regard is attached for information. 

 
Director (ES) 

For and on behalf of 
Director General, SAI 








